Abstract: At present, despite the great advances in polymer electrolyte membrane fuel cell (PEMFC) technology over the past two decades through intensive research and development activities, their large-scale commercialization is still hampered by their higher materials cost and lower reliability and durability. In this review, water management is given special consideration. Water management is of vital importance to achieve maximum performance and durability from PEMFCs. On the one hand, to maintain good proton conductivity, the relative humidity of inlet gases is typically held at a large value to ensure that the membrane remains fully hydrated. On the other hand, the pores of the catalyst layer (CL) and the gas diffusion layer (GDL) are frequently flooded by excessive liquid water, resulting in a higher mass transport resistance. Thus, a subtle equilibrium has to be maintained between membrane drying and liquid water flooding to prevent fuel cell degradation and guarantee a high performance level, which is the essential problem of water management. This paper presents a comprehensive review of the state-of-the-art studies of water management, including the experimental methods and modeling and simulation for the characterization of water management and the water management strategies. As one important aspect of water management, water flooding has been extensively studied during the last two decades. Herein, the causes, detection, effects on cell performance and mitigation strategies of water flooding are overviewed in detail. In the end of the paper the emphasis is given to: (i) the delicate equilibrium of membrane drying vs. water flooding in water management; (ii) determining which phenomenon is principally responsible for the deterioration of the PEMFC performance, the flooding of the porous electrode or the gas 
Introduction
Polymer electrolyte membrane fuel cells (PEMFCs) are considered a possible answer to environmental and energy problems, and are expected to soon become the most promising energy converters for automotive, stationary, and portable applications, because of their high-energy density at low operating temperatures, quick start-up and zero emissions. Consequently PEMFCs have increasingly been cited by governments as a possible pathway to the reduction of greenhouse gas emissions [1] . Figure 1 shows a schematic of a PEMFC and the processes happening during PEMFC operation. The operating principle of a PEMFC is as follows: at the anode, fuel H 2 is oxidized liberating electrons and producing protons. The electrons and protons flow via the external circuit and via proton exchange membrane inserted tightly between the anode and the cathode, respectively, to the cathode, where they combine with the dissolved oxidant O 2 to produce water and heat. management is also important. Recent studies have shown that water management is of vital importance to achieve maximum performance and durability from PEMFCs [2, 3] . On the one hand, to maintain good proton conductivity and hence performance, the relative humidity of the inlet gases is typically held at a large value to ensure that the membrane remains fully hydrated. On the other hand, the pores of the catalyst layer (CL) and the gas diffusion layer (GDL), as well as gas flow channels may be flooded by excessive liquid water, resulting in a higher mass transport resistance. Thus, a subtle equilibrium has to be maintained between membrane drying and liquid water flooding to prevent fuel cell degradation and guarantee a high performance level. This is the key to water management in PEMFCs.
The purpose of the present review is to summarize the state-of-the-art studies of water management. It covers: (1) a brief introduction to the general issues of water management, where the stated focus is placed on the water transport in PEMFCs; (2) the consequences of flooding or drying caused by improper water management; (3) the experimental diagnosis and measurement of water management; (4) the mathematical models and experiments related to water management; (5) the water management strategies; and finally (6) a survey of prospects in future water management studies.
General Issues of Water Management
As shown in Figure 1 , a single PEMFC consists of a membrane electrode assembly (MEA) sandwiched between gas diffusion layers and flow field plates into which gas channels have been machined. The MEA comprises two electrodes, anode and cathode, which are separated by a gas tight, proton conducting membrane. At the anodic membrane-electrode interface, hydrogen is oxidized electrochemically and the resulting protons are conducted through the membrane. At the cathodic membrane-electrode interface, oxygen is reduced electrochemically, yielding water as product. The product water is transported along the gas channels as well as in the direction perpendicular to the MEA ( Figure 2 ). In addition, protons are surrounded by a certain amount of water molecules. Thus, when a current is drawn from the fuel cell protons migrate through the membrane. Depending on the hydration state of the membrane, proton migration is associated with a drag of water molecules from the anode to the cathode side, as shown in Figure 2 . This so-called -electro-osmotic drag‖ transport [4] [5] [6] , together with electrochemical water production, results in an accumulation of water at the cathode side. In turn, the water concentration gradient between the anode and cathode causes back diffusion, which works against drying of the membrane from the anode side. The gradient between anodic and cathodic water concentration is determined by the thickness of the membrane, its water content and humidity of the reactant gases. The latter in turn is dependent on the gas inlet humidification and on the temperature and pressure in the gas channels [7] . Besides, at low current densities, back diffusion will prevail on electroosmotic drag, while at high current densities, electro-osmotic drag will prevail over back diffusion and thus the anode will tend to dry out, even if the cathode is well hydrated [8] .
Thus, there is an inherent contradiction in the operation of a PEMFC system. On the one hand, water is needed to guarantee good proton conductivity in the ionomer phase of the proton exchange membrane, because protons move in the hydrated parts of the ionomer via dissociation of sulfonic acid bonds [9] . Therefore, in a dry ionomer phase, where the sulfonic acid bond cannot be dissociated, the protons cannot migrate, leading to the decrease of ionic conductivity. Furthermore, a low ionic conductivity hinders the access of protons to the catalyst surface, decreasing the actual number of reactive active sites in the catalyst layer, thus increasing the activation polarization [10] . In addition, severe drying conditions can lead to irreversible membrane degradations (such as delamination, pinholes) within about 100 s [11, 12] . As a result, the ohmic resistance of the whole cell system will increase remarkably. On the contrary, a fully hydrated membrane can achieve ca. 300 times higher conductivity than a dry one [13] . Hence, maintaining a high water content in the electrolyte is fundamental to ensure high ionic conductivity.
On the other hand, the presence and accumulation of liquid water in the flow-field channels and/or electrodes gas porosities must be transported away from the catalyst layer by evaporation, water-vapor diffusion and capillary transport of liquid water through the gas diffusion layer (GDL) into the flow channels of the flow field, and then exhausted out of the system, or else excess water will block the flow channels or/and the pores of the GDL and catalyst layer (CL) and then reducing the catalyst active sites of the CL. This phenomenon is known as -flooding‖, and is an important limiting factor of PEM fuel cell performance. Generally, flooding of an electrode is linked to high current density operation that results in the water production rate greater than the removal rate. However, even so, the extent of flooding and the effects of flooding strongly depend upon the interaction of the operating conditions, particularly under low gas flow rates/temperature levels [14] or if liquid water is not removed from the channels in time [15, 16] , and the MEA properties. Moreover, even if liquid water floods both electrodes [17, 18] , the flooding at the cathode catalyst layer is especially crucial where water is produced by the oxygen reduction reaction (ORR) [19] . The accumulation of the liquid water in the channels is observed only after the complete saturation of the gas with water vapor because the evaporation and water vapor transport are relatively faster than liquid water transport (generally by capillary mechanism within the GDL, or the drag force exerted by the convective flow of the gas near the channels) [18] . Furthermore, once the channels flooding, the evacuation of liquid water from the electrode is decreased because of the water evacuation towards the channels decreases due to the water saturation gradient decrease. On the other hand, the flooding in the GDL and the CL likely occurs prior to that in the gas channels, because the water is produced in the CL and then expelled through the GDL to the flow channels [20] . Besides, flooding can also occur even at low current densities under certain operating conditions, such as low temperatures and high gas relative humidity [21] as well as low gas flow rates, where faster saturation of the gas phase by water-vapor [22] can occur. In general, most of the consequences of a short-term flooding are reversible [23] , but, more than 30 min were needed to reach a new steady state when subjected to current-density changes owing to the slow liquid water transport process [24] . Moreover, a long-term operation under excess liquid water may lead both to mechanical degradation of the MEA's material and to local fuel and oxidant starvation [23] .
Besides, under freezing conditions, the water may solidify into ice; care must be taken to prevent that phase transformation from destroying the integrity of the cell. Thus, water in PEMFC acts as a -lubricant‖ making the cell run smoothly. Too much water drowns the cell and makes it function inefficiently; too little dehydrates it [25] . Therefore, how to find a subtle equilibrium between membrane drying and liquid water flooding is significantly critical to guarantee a high performance of PEMFC [26, 27] . Especially in a fuel cell stack with series connected single cells, operating conditions may vary significantly not only in the plane of the MEA but also along the stack axis. For example, an even fluid distribution to all the individual cells and a homogeneous temperature distribution are difficult to achieve [28] . Due to the fact that these operating parameters directly affect water management, it is an even more challenging task to maintain a proper water balance in a fuel cell stack than in a single cell alone [29] .
Influence of Water Management on Fuel Cell Performance and Life
According to the above discussion, improper water management can lead to membrane dehydration and electrodes flooding. Then, the question becomes what adverse impact on fuel cell performance and life can be brought about by the two cases?
Membrane Dehydration
Dehydration of the membrane is more likely to occur at the anode side of the membrane. Three main reasons may cause membrane dehydration, as follows: (1) sufficient humidification cannot be maintained when feeding the cell with low-humidified or dry reactant gas streams; (2) water formation reaction at the cathode alone is not able to compensate the lack of water, especially at higher cell operating temperatures; (3) electro-osmotic drag can also lead to dehydrated condition at the anode. As mentioned above, at high current densities the water replenishment by back-diffusion is not sufficient to keep the anode side of the membrane hydrated [30] . In a case of a step increase of the current density the electro-osmotic force will immediately pull water molecules from the anode to the cathode [31] . In addition, anode dehydration should be more serious at the inlet of the cell because of the higher water back-diffusion to the anode at the outlet of the cell, which is not difficult to understand since the water content at the outlet of the cathode is higher resulted from water draining, the back-diffusion is higher as well [32] . Moreover, under the dehydrated condition the membrane pores will shrink, leading to lower back-diffusion rates. During operation this effect can be aggravated by poor thermal management [33] .
The main consequence of dehydration is drying of the proton-exchange-membrane. With a decrease in water content the conductivity decreases, leading to higher ionic resistance and larger ohmic losses [2, 13] , which results in a substantial drop in cell potential and thus a temporary power loss [2, 31, 33] . Büchi and Srinivasan [34] confirmed a long-term MEA performance degradation under operation conditions of zero external humidification: after 1,200 h life-tests the current density dropped from 170 to 130 mA cm -2 at a constant potential of 0.61 V. A temporary drop in voltage can usually be recovered by humidification, and the recovery time depends on the membrane thickness and the water diffusion coefficient [2, 31] . However, dry cell operation over a long time can cause serious and irreversible damage to the membrane, i.e., they can become brittle and develop crazes or cracks, which cause gas crossover and therefore uncontrolled reaction of H 2 and O 2 leading to formation of hot spots [35] . Hot spots are high chemically active areas on the membrane caused by the exothermic reaction of H 2 and O 2 , which in turn causes pinholes, resulting in more gas crossover. Once this process is initiated, a -destructive cycle‖ of increasing gas crossover and pinhole production is established [36] . Generally, the drier the operating conditions, the shorter will be the life of the cell [30] .
Fuel Cell Flooding
Water flooding is the accumulation of excess water and can happen at both the anode and cathode side of the membrane. Flooding leads to instant increase in mass transport losses, particularly at the cathode. The transport rate of the reactants to the catalyst active sites is significantly reduced [24] . Excess water blocks the pores of the GDL and thus prevents the reactants from reaching the catalysts' active sites, leading to gas starvation and an immediate drop in cell potential (current). The time-dependent oscillation of cell current density at fixed voltage (0.6 V), as shown in Figure 3 , represents a typical flooding pattern in a PEM fuel cell as observed in our laboratory. When the operating conditions allow the liquid water to accumulate to some extent and severe water flooding occurs, the gas flow path can be temporarily blocked, giving rise to a sharp reduction in current density; then the blocking of the gas flow path can result in a sudden build-up of local pressure that quickly flushes out the excess liquid water, thereby resulting in a quick restoration of the current density. The periodic build-up and removal of liquid water in the cell causes the observed fluctuation in the cell performance, causing unstable, unreliable and inconsistent cell performance [27] . In addition, water flooding not only compromises the cell performance in a transitory manner but also degrades the durability of the fuel cell [23] .
Cathode flooding
The general consensus is that water flooding is more prone to occur at the cathode, owing to the following three mechanisms: (1) Water formation due to the ORR generates water. There will be more water generated with the increase of the load or the current density. (2) Under the influence of an applied electric field across the membrane the electro-osmotic drag pulls water molecules as the along with protons from the anode to the cathode. The rate of transported water depends on the humidification level of the membrane and increases with increasing current density [33] . (3) Over-humidified reactant gases and liquid water injection also lead to flooding.
The water accumulated in the cathode is usually removed out of the porous electrode via evaporation, water-vapor diffusion and capillary transport through GDL into the flow channels or by water back-diffusion trough membrane to the anode. The latter does not contribute much to water removal, because only at lower current densities (less than 0.3 A cm -2 ) there is a possibility that back diffusion can prevail on electro-osmotic drag leading to the net water transport toward to anode [33] . However, cathode flooding is more prone to occur at higher current densities accompanied by the fact that electro-osmotic drag excesses back diffusion [8] , resulting in an increase in the water content in the cathode. As a result, the cathode flooding is aggravated further. The water removal via evaporation and water-vapor diffusion generally take place at higher cell operation temperature and a higher air flow rate, when a decrease in surface tension and viscosity of water makes it easier to flush water out of the cell [24] . Once the accumulated water cannot be removed out of cathode efficiently, the water flooding will bring a negative effect on fuel cell performance, as shown in Figure 4 . For example, at higher current densities (above 0.55 A cm -2 ) the partial-gas-pressure-drop at the cathode due to flooding increases significantly which results in a considerable cell voltage drop. Furthermore, if the cathode pressure drop doubles from 1.5 kPa to around 3 kPa, the initial cell voltage of 0.9 V goes down to around one third of its initial value [24] . In addition, with water accumulation and the cathode flooded, oxygen ingress into the catalyst surface will be hindered [22, 37, 38] . The lack of oxygen reaching the catalyst leads to oxygen under-stoichiometry or "starvation" at the cathode [39] . Under steady state conditions, the net mass flow rate of oxygen into the system is equal to the oxygen consumed by the electrochemical reaction. In transient conditions, in particular a sudden increase in power requirement from the fuel cell, oxidant supply to the system lags behind the demand and causes a shortage of oxygen and local oxygen starvation for the reaction thus increasing oxygen concentration overpotential at the cathode. [24] .
In the case of oxygen starvation, the original electron consuming process ORR:
would be replaced by the new electron consuming process, PRR:
In this case, the cathode potential would drop from 1.23 V to 0.00 V at current off and probably from 0.8 V to -0.1 V at current on with substitution of PRR for the ORR. Electrode polarization occurs with current flowing through the electrode. The cathode polarization causes potential shift toward the negative direction but anode polarization toward the positive direction. For hydrogen oxidation reaction (HOR) taking place at the anode:
with current flowing, electrode potential will shift toward the positive direction, for example, 0.1 V. Thus, the cell voltage would change from original 0.7 V by (0.8-0.1) to -0.2 V by (-0.1-0.1) as shown in Figure 5 . The output voltage of the cell, which is under oxygen starvation, would be likely reversed from a positive value, for instance 0.7 V, to a negative value, for instance -0.2 V, with substitution of PRR for the ORR. This phenomenon is known as the voltage reversal effect (VRE) in a PEMFC [40, 41] . In a stack of PEMFCs, when VRE happens in a single cell not only does it not contribute to the performance output of the whole stack, but also can counteract partial effective output voltage from other single cell. Therefore, as long as the VRE appears, the output of the stack will be seriously impaired. 
Anode flooding
Although flooding at the anode happens less often than at the cathode, low hydrogen flow rates can make more liquid water stay in the anode leading to fuel starvation and thus the serious decline of fuel cell performance. Usually, the following several operation conditions will cause anode flooding: (1) lower current densities and lower cell temperatures. Wang [14, 42] confirmed that anode flooding is often observed at low current densities (0.2 A cm -2 ), especially at low reactant flow rates and lower temperatures. (2) Anode flooding can also be caused by water back-diffusion from the cathode together with a low hydration state of the fuel gas stream [33] . At low current densities, if the relative humidity is not as high as at the cathode, water back-diffusion through the GDL to the anode will surpass the electro-osmotic drag effect leading to the increase of water content in the anode, especially at the exit. (3) Liquid water injection for cooling and humidification together with moderate cell temperatures (lower evaporation) can lead to the water accumulation in the anode and hence the anode flooding [33, 42, 43] . As the result, anode flooding in a single cell within a fuel cell stack could lead to not only fuel starvation and carbon substrate oxidation but also oxygen evolution.
Flow channels flooding
It has to be noted that flooding occurs not only in the porous electrodes themselves of the cathode and anode, but in the gas flow channels of the flow field as well, depending on the interplay of the properties and engineering of those components, and the operating conditions. Flow channels flooding can also hinder the reactant gas ingress to the porous electrodes and impair the power output of the fuel cell. Besides, when multiple parallel channels are used flow channels flooding in one of the channels could lead to starved regions with multiple consequences.
Besides output voltage losses of an operating PEM fuel cell, water flooding can also cause changes in the characteristic properties, such as: (1) water condensation in a local site leads to a locally lower current density owing to water-hindered gas transport; (2) a locally elevated temperature leaded by the released enthalpy of the condensing water could cause an uneven local distribution of current density and temperature; and (3) the accumulation of liquid water in GDL or in the flow channels leads to the gas flow resistance to rise, which in turn results in an increase in the pressure drop between the inlet and outlet of the fuel cell [17, 24, 27] .
Visualization of Liquid Water Distribution
In order to evaluate the effectiveness of water management schemes, methods capable of looking inside an operational fuel cell and visualizing the distribution of liquid water could be very useful. These visualization techniques mainly include direct visualization, nuclear magnetic resonance (NMR) imaging, beam interrogation, and fluorescence microscopy. Among these techniques, the direct visualization has the advantage of providing high temporal and spatial resolution information about water transport in the gas flow channels [15, 16, 42, [44] [45] [46] [47] [48] [49] [50] [51] [52] [53] [54] [55] , the smaller scale of the GDL pores [56] [57] [58] [59] [60] [61] [62] [63] [64] and the micro-scale of the catalyst surface [21] in an operating fuel cell. Because of the opaque nature of traditional GDL and bipolar plate materials, the investigation and diagnosis of liquid water transport dynamic in an operating PEM fuel cell is a challenging phenomenon using in situ visualization techniques. However, NMR imaging [65] [66] [67] [68] [69] [70] [71] [72] [73] [74] [75] [76] [77] [78] [79] and beam interrogation techniques, such as neutron imaging , electron microscopy [107] [108] [109] [110] , and X-ray techniques [111] [112] [113] [114] [115] [116] , enable the in situ measurement of liquid water distributions in operating PEM fuel cells through materials that would otherwise be opaque to optical access [117] . Using fluorescence microscopy [57, 61, 118] , liquid water can be detected in the through plane direction of the GDL, but limited in depth to several fiber diameters due to the opacity of the material [57] .
Direct Visualization
Direct visualization techniques require a transparent cell plate that allows access to the channels for optical devices, including digital camcorders and high-speed cameras [21, 49] , infrared cameras [50] and CCD cameras [43, 56] . By using these methods, their spatial and temporal resolution are only limited by the employed microscope magnification and camera speed, respectively [117] . It is especially useful to directly observe the effects of operating conditions on water droplet formation, growth and movement [42, 49, 51, 58, 59] . For example, Wang and Hussaini [47] characterized channel flooding and liquid water coverage on cathode GDL by in situ visualization of cathode flooding in an operating fuel cell with a cathode side covered by a transparent Lexan plate providing a clear view of the channels. They found that two-phase transport in fuel cell micro-channels occurs principally in the form of droplet, film and slug-flow with the two-phase region being preceded by a single-phase region. The actual images corresponding to these flow patterns are given in Figure 6 . A simulated flow channel apparatus [53] was employed to study the effects of hydrophobicity, channel geometry, droplet chord length and height, and air flow rate on droplet formation and instability. Meanwhile, an analytical force balance model was also presented to predict the droplet characteristics at instability [53] . On the other hand, the effect of GDL materials and their hydrophobicity on the liquid water transport was studied [21, 49, 64] . Besides, López et al. [44] verified that saturated condition for the hydrogen gas flow at the anode side produces water condensation and channel flooding for the serpentine-parallel flow-field topology. The work of Yamauchi et al. [46] shows that the flooding/plugging phenomena in the anode gas channel occur at low humidity when water is transported from the cathode to the anode through the membrane.
Transparent fuel cells provide useful information on water droplet formation, growth and movement, however, the direct visualization technique only provides qualitative data because of limited depth perception from the top of the transparent window, and also because of the highly reflective nature of GDLs, which make it almost impossible to quantitatively evaluate the volume of water [21] .
Nuclear Magnetic Resonance (NMR) Imaging
Nuclear magnetic resonance (NMR) imaging, otherwise known as magnetic resonance imaging (MRI) is widely available, inherently three-dimensional, and capable of visualizing water in opaque structures. In recognition of these attributes, NMR has been successfully exploited for measuring the liquid water distribution of an operating fuel cell in situ, where liquid can be detected under the gas channel and land areas, in contrast to direct optical photography.
Perrin et al. [65] investigated the dynamic behavior of water within two types of ionomer membranes, Nafion and sulfonated polyimide, by field-cycling nuclear magnetic relaxation. Strong dispersions characteristic of better wetting have been observed in the case of polyimides than Nafion.
By employing the MRI technique, Minard et al. [74] observed the formation of a dehydration front that propagated slowly over the surface of the fuel cell membrane-starting from gas inlets and progressing toward gas outlets of a PEMFC during 11.4 h of continuous operation with a constant load. Tsushima and Teranishi analyzed water transport in PEMFCs [75] as well as water content and distribution in a polymer electrolyte membrane [76] [77] [78] [79] . Similarly, Zhang et al. [66] reported a direct water content measurement across the Nafion membrane in an operational PEMFC, employing double half k-space spin echo single point imaging techniques. Feindel and co-workers [70] [71] [72] [73] performed systematic in-situ investigations of in-plane water distributions and accumulation in the PEM. For example, 1 H NMR microscopy was employed to investigate the influence of co-versus counter-flow gas configurations on the in-plane distribution of water in PEM of the operating PEMFC. The co-flow configurations resulted in dehydration of the PEM at the inlets, while the counter-flow configurations effected a more uniform distribution of H 2 O-(pem). Also, at the onset of H 2 O (l) accumulation in the cathode flow field, the power output of the cell peaks, while further build up of water results in a decline in power output [72] . Although NMR imaging has provided valuable information about the water content in gas channels and membranes, it cannot be used to assess water content in the GDL due to the rapid attenuation of the signal in the carbon layer [70] . Therefore, NMR can only be used to see water in the membrane rather than within paramagnetic materials like carbon. Some other drawbacks along with NMR technique such as the limited temporal resolution, limited in-plane spatial resolution [79] and limited size of the magnet-core for fuel cell housing restrict its further application [117] .
Beam Interrogation

Neutron imaging
The idea of using the neutron imaging technique for a PEMFC is based on the sensitive response of neutrons to hydrogen-containing compounds such as water [105] , and insensitivity to common fuel cell materials [71] . It has been recognized as the only diagnostic tool that provides all of the three requirements for diagnostic tools in water management: in situ applicability, minimal invasiveness and the ability to provide local information [10] . The neutron imaging technique was first used in a PEM fuel cell to measure the water profile across the membrane in 1996 by Mosdale et al. [106] . In 1999, Bellows et al. [94] demonstrated the ability to determine water distribution in the membrane. The similar work was performed by Xu et al. [119] , subsequently. In 2004, Satija et al. [105] employed in-plane neutron imaging of an operating PEM fuel cell and produced a time series of images to evaluate the water management of a fuel cell system.
Since then, a large number institutes equipped with neutron sources have explored this technique as an experimental tool to perform in situ non-destructive analysis on an operational PEM fuel cell, such as visualization of water accumulation along the in-plane direction to observe a two-dimensional distribution of water [92, 99, 102, [120] [121] [122] , especially the liquid water distribution in the cathodic flow fields and GDL [81, 84, 90, 91, 97, 98, [100] [101] [102] , and the water accumulation [82, 83, [95] [96] [97] [98] as well as content [80, 85, 88, 90] in the channels of the cathode and anode.
Despite the various advantages mentioned earlier, the neutron imaging technique has limited application due to high costs and the rare availability of radioactive radiation equipment that provides neutron sources. Therefore, up to now, these researches are mainly concentrated amongst a few groups worldwide such as the Laboratoire Lé on Brillouin at the Orphé e Nuclear Reactor in Saclay, France [106] , National Institute of Standards and Technology's Center for Neutron Research (NIST CNR) [86, [88] [89] [90] [91] [92] [93] [94] [95] [96] [97] [98] [99] 105] , the Penn State Breazeale Nuclear Reactor [96, 98, 101, 102] , the Paus Scherrer Institut (PSI) [97, 103, 104] , and recently the Neutron Radiography Facility (NRF) at Hanaro, within the Korea Atomic Energy Research Institute (KAERI) [87] .
Electron microscopy
Vapor condensation and liquid water morphology and breakthrough in porous layers of PEMFC can be observed by environmental scanning electron microscope (ESEM) [108, 109, 123] . Kaviany and Nam et al. [108, 109] confirmed the presence of large droplets and high liquid saturation at interface of the CL and GDL due to jump in pore size. Besides, a model for morphology of liquid phase across multiple porous layers shows that the liquid morphologies deteriorate the efficiency of electrochemical reactions in CL and increase the water saturation in GDL. Finally, inserting a microporous layer (MPL) between CL and GDL can reduce both the droplet size and liquid saturation and improves the cell performance, as shown in Figure 7 . Besides, Yu et al. [107] adopted high-sensitivity double parallel conductance probes flow regime inspecting technique to inspect the flow regime of the gas-liquid two-phase flow in the PEM fuel cell and found that with the increase of the liquid superficial velocity, the frequencies of liquid slug and wave of liquid film increase.
X-rays
The X-ray image technique can give the temporal and spatial resolution, especially the use of synchrotron radiation makes it capable to reach higher spatial resolutions (the few microns of the X-ray beam cross-sections) coupled with high signal to noise ratios [124] . Therefore, this technique has strong potential for the visualization of water inside a PEMFC. Albertini et al. [124] reported the first experimental determination of a dehydration process occurring in the polymeric membrane of a fuel cell, observed in real time by in situ X-ray diffraction (XRD) of a very high-energy synchrotron radiation and the real-time changes of the water content based on the energy dispersive X-ray diffraction [111] . In addition, the liquid water saturation distributions [113] [114] [115] and accumulation [112, 116] have been measured by X-ray microtomography [112, 113] and synchrotron X-ray radiography [114] [115] [116] . However, the combination high temporal and spatial resolution to capture the rapid evolution of liquid droplets within the GDL is the challenge that X-ray microtomography technique has to face.
Fluorescence Microscopy
Fluorescence microscopy in conjunction with optical photography provides a method to visualize the micro-scale transport of liquid water in the surface of the GDL [57, 118] and the dynamic water droplet behavior emerging from the GDL into a flow field [61] . However, due to the opaque nature of the GDL, this method has not been employed to elucidate the through-plane transport of the GDL to a great extent. Besides, the applicability of this method for in situ investigations is not yet unambiguous [117] .
Modeling Works and Experimental Measurements on Water Management
Modeling Works
Numerous studies have devoted to developing theoretical models to describe the water management and liquid water transport in PEMFCs over the last decade, numbering dozens per year. Herein, four aspects of water management models are selected for further comment.
Dynamics models in water transport and distribution
Computational fluid dynamics (CFD) is gaining more interest as a tool to study water saturation, transport and distribution in PEMFCs, which will help in gaining an understanding of the mechanisms inside the fuel cell, aid in data analysis, and identify limiting parameters [125, 126] . For example, Um and Wang [38] developed a unified water transport (diffusion, convection and electro-osmotic drag) model within the single-domain CFCD (computational fuel cell dynamics) framework with the aid of the equilibrium water uptake curve in the membrane phase to apply to elucidate water management in three-dimensional fuel cells with dry-to-low humidified inlet gases after its validation against available experimental data for dry oxidant and fuel streams. Shan and Choe [127] proposed a new model constructed upon the layers of a cell, taking into account the following factors: (1) dynamics in temperature gradient across the fuel cell; (2) dynamics in water concentration redistribution in the membrane; (3) dynamics in proton concentration in the cathode catalyst layer; (4) dynamics in reactant concentration redistribution in the cathode GDL. Haddad et al. [128] developed a dynamical model considering the influence of gas consumption and humidification rates on water diffusion and membrane humidity. With the aid of the dynamical model, an appropriate control of the water content can be built to improving the electrical efficiency and minimizing power losses.
So far most of the theoretical models have concentrated on analyses under steady-state conditions. However, the transient transport behaviors in a PEMFC are more important, especially in applications. Serincan and Yesilyurt [129] developed a two-dimensional transient single-phase CFD model, incorporating water transport in the membrane and the flow and transport of species in porous gas diffusion electrodes to study the effect of step changes in cell voltage, cathode air pressure, and relative humidity during start-ups and failures of auxiliary components, such as the loss of pressure in the case of compressor or manifold malfunctions and the loss of humidity in the case of a humidifier malfunction. Le and Zhou [130] reported a general model specially focused on the liquid water management. The developed three-dimensional unsteady model with detailed thermo-electrochemistry, multi species and two-phase effects with the interface tracking by using the volume-of-fluid (VOF) method was implemented into the CFD software package FLUENT. Wang and Wang [131] developed a 3D transient model to study the transient dynamics of a PEMFC. They further performed numerical simulations for a single channel PEMFC undergoing a step increase in current density [31] .
However, many CFD models have difficulties simulating PEMFCs with complex flow fields due to their heavy numerical computation load requirements. Currently published CFD models have mainly focused on the cases either in a straight flow channel or in a simple flow field [132] .
Lumped models
Chen and Peng [132] developed a steady-state single cell lumped model consisting of 15 interconnected segments to describe distributions of liquid water accumulation, current density, and relative humidity (RH) in the flow channel of a PEMFC. Modeling results show that cathode inlet RH has significant influence on the uniformity of water content in the membrane and current density. Liquid water tends to accumulate in the GDL under the rib due to the suppression of gas flow in the channel. You and Liu [133] developed a two-phase flow and multi-component mathematical model with a complete set of governing equations valid in different components of a PEM fuel cell. For water transport through the membrane, the model includes the electro-osmotic drag, diffusion and hydraulic permeation. Chen et al. [134] proposed a five-layer theoretical model including anode and cathode GDLs, CLs, and the layer of PEM to investigate the steady and transient water transport phenomena by changing system parameters such as the RH of reactant gas, the porosity of GDL, and the membrane thickness. The results showed that if the humidification of the reactant gases is sufficient, the water management would be better for larger porosities of GDLs or a thinner membrane. Zhang et al. [135] built a model of water management systems which consist of stack voltage model, water balance equation in anode and cathode, and water transport process in membrane. This model can avoid fluctuation of water concentration in cathode and can extend the lifetime of PEM fuel cell stack. Ahmed et al. [136] developed a complete three-dimensional model including phase transformation to predict the water vapor and liquid water distributions and the overall performance of the cell for different current densities. The simulated results showed that the reactants and water distribution and membrane conductivity in the cell depended on anode humidification and the related water management. The cathode channel/GDL interface experiences higher temperature and reduces the liquid water formation at the cathode channel. Indeed, at higher current densities the water accumulated in the shoulder area and exposed higher local current density than the channel area. Lum and McGuirk [137] used a steady-state, three-dimensional model of a complete PEMFC including both the anode and cathode to study the effect of electro-osmotic drag and diffusion of water across the membrane. The model shows that overall transport of water takes place from the anode to the cathode, therefore, it is crucial to humidify the anode reactants to keep the membrane well hydrated to prevent dehydration.
Flooding models
Shimpalee et al. [138] performed three-dimensional CFD simulations of a PEM fuel cell to investigate the effect of GDL flooding on fuel cell performance. The results show that increasing the degree of water flooding as it may occur in untreated GDL, reduces the effective diffusivity of gases dramatically, which in turn increases the concentration and surface over potentials and the fuel cell performance is decreased significantly. Baschuk and Li [139] developed a model with the effect of variable degree of water flooding in the cathode catalyst layer and cathode GDL on cell performance. Unfortunately, in their model phase change is neglected and the volume fraction of liquid water in the porous regions must be specified. Paquin and Fré chette [140] developed a simple one-dimensional model to analyze water management in air breathing small PEMFC. The results show that decreasing the ratio between thermal and mass transport resistance under a certain point leads to flooding problems while increasing this ratio leads to dry-out of the polymer electrolyte membrane in air breathing PEMFC. A three-dimensional model presented by Natarajan and Nguyen [141] considers the effects of flow rate, inlet humidity and temperature on the liquid water flooding in the cathode. The works of Meng and Wang [19, 142] also predict water flooding inside a PEMFC and the liquid water effects in the cell performance. Wang affirmed that when the current density is beyond a certain value, too much water will be produced at the cathode and the gas will be saturated by water vapor, then the phase of water vapor begins to change into a liquid phase resulting in cathode flooding [38] . Furthermore, when the current density is greater than 1.4 A cm -2 , at the condition of RH 100% for both cathode and anode, water flooding will happen in the cathode, which will be in the case of severe flooding when the water activity (p w / p w sat ) is in excess of 3 [14] . Similarly, Shah et al. [143] also took account with the effect of water activity on the flooding and membrane hydration in a comprehensive non-isothermal, one-dimensional model of the cathode side of a PEMFC. Lin et al. [144] developed a two-phase, one-dimensional steady-state, isothermal model of a fuel cell region consisting of the catalyst and gas diffusion layers to investigate the effect of water flooding in the gas diffusion layer and catalyst layer of the cathode on the overall cell performance. The simulation results confirmed that the water-flooding situation in the catalyst layer is more severe than that in the backing layer since water is first produced in the catalyst layer. Wu et al. The above models have not taken the pore diameter distribution into consideration. Liu et al. [146] studied membrane hydration and electrode flooding by developing a 2D partial flooding model in which the pore size distributions are assigned for the hydrophobic and hydrophilic pores of the GDL. The liquid water produced is considered to condense in hydrophilic and hydrophobic pores in sequence if the water vapor pressure is greater than the capillary condensation pressure. In addition, a GDL including MPL with a linear porosity 0.4 x + 0.4 is the best favorable for liquid water draining from catalyst layer into the gas channel when the total thickness of the GDL and MPL is kept constant and the MPL is thinned to 3 μm [147] . Recently, Karimi et al. [148] proposed a partially flooded GDL model to estimate the operating conditions under which water flooding could be initiated in a PEMFC stack. The model can predict the stack performance in terms of pressure, species concentrations, GDL flooding and quality distributions in the flow fields as well as the geometrical specifications of the PEM fuel cell stack.
Other water transport and water management models
Zamel and Li [149] developed a steady-sate isothermal model demonstrating that the catalyst layer is important in controlling the water concentration in the cell and the cross-flow phenomenon enhances the removal of liquid water from the cell. Moreover, a shoulder/channel width ratio of 1:2 is found to be an optimal ratio for water transport. Yan et al. [150] investigated numerically the coupling effects of mass diffusion and temperature gradient on the water distribution in the membrane, which is useful for selecting the optimal membrane material and estimating the gas-inlet temperature or working density in designing a PEMFC.
Karimi and Li [151] studied the electro-osmotic flow of water from anode to cathode by a model incorporating the electrokinetic effect and found that the electroosmotic drag coefficient increases with the pore diameter. Similarly, Falcã o et al. [152] presented a steady-state one-dimensional model to study the combined effect of diffusion and electro-osmotic drag on the water transport through the membrane. The model can provide suitable operating ranges adequate to different applications (namely low humidity operation) for variable MEA structures.
Matamoros and Brüggemann [153] developed a non-isothermal and three-dimensional numerical model to determine the transport of water in the polymer membrane, phase change of water in the cathode porous medium and capillary flow to the gas channels. Results show that there may be severe mass transfer limitations depending either on the design or on the water management of the cell.
Wang et al. [154] used a two-phase channel model to simulate the flow of liquid water in minichannels of a PEMFC. Moreover, they affirmed that capillary action is found to be the dominant mechanism for water transport inside the two-phase zone of the hydrophilic structure [155] . Zhu et al. [156] investigated the dynamic behavior of liquid water entering a PEMFC channel through a GDL pore by performing two-dimensional, transient simulations employing the VOF method. The simulation results show that the height of the channel as well as the width of the pore have significant impacts on the deformation and detachment of the water droplet, and the coalescence of two water droplets can accelerate the deformation rate and motion of the droplets in the microchannel. Further, they simulated the processes of water droplet emergence, growth, deformation and detachment by transient three-dimensional two-phase flow model and found that the wettability of the microchannel surface has a major impact on the dynamics of the water droplet, with a droplet splitting more readily and convecting rapidly on a hydrophobic surface, while for a hydrophilic surface there is a tendency for spreading and film flow formation [157] . Similarly, Chen et al. [158] also found that droplet removal can be enhanced by increasing flow channel length or mean gas flow velocity, decreasing channel height or contact angle hysteresis, or making the GDL/gas flow channel interface more hydrophobic. Golpaygan and Ashgriz [159] computationally studied the mobility of a water droplet in a channel of a PEM fuel cell and found that the surface tension is the most important effect factor. He et al. [160] developed a 2-D, two-phase, multicomponent transport model and confirmed that the transport of liquid water through the porous electrode of a PEMFC employing an interdigitated gas distributor is driven by the shear force of gas flow and capillary force.
Besides, some mathematical models were developed to evaluate the humidification effect on PEMFC performance [161] [162] [163] [164] . For example, Ahmed and Sung employed three-dimensional, non-isothermal models to investigate the effect of humidification [165] , GDL permeability [166] , channel geometrical configuration and shoulder width [167] on water management, and predict the distributions of water vapor and liquid water and the related water management for systems operating at different current densities [168] .
Of course, the PEMFC models are not only limited to the above. More detail models can be referenced in a comprehensive review of fundamental models for PEMFC engineering provided by Wang [22] and transport models reviewed recently by Weber [37] and Siegel [169] .
Experimental Measurements
Water transport and distribution
Quick et al. [170] developed a new ex situ test method to investigate the water transport in gas diffusion media for PEMFCs, and the research was focused on properties of GDLs. The experimental results show that water transport rates depend not only on the GDL properties, but increase exponentially with cell temperature. Colinart et al. [171] investigated water transport within PEMFC by systematic measurements of the water transport coefficient and found that the hydrogen flow rate, the amount of vapor injected at cathode inlet, and the temperature are the main parameters influencing the water transport coefficient. Wang et al. [172] investigated water formation and transport using a microfabricated experimental structure with distributed water injection as well as with heating and temperature sensing capabilities.
A technique based on the entrance region pressure drop measurements was presented for monitoring fluid flow mal-distribution in individual channels [173, 174] . In these works, the instantaneous channel flow rate (flow mal-distribution), pressure drop, and the flow structure were studied by using the entrance region pressure drop method, differential pressure transducers, and high-speed visualization, respectively. A quantitative description of the channel flooding is established and the pressure drop signatures for each flow pattern are identified. The measurement results show that the two-phase flow at low superficial air velocities is dominated by slugs or semi-slugs, leading to severe flow mal-distribution and large fluctuations in the pressure drop. At high air velocities, a water film is formed on the channel walls if they are hydrophilic.
Murahashi et al. [175] investigated water transport through the membrane of a PEMFC by measurement of the net drag under various feed gas humidity conditions and found that there is a certain resistance related to water transport at the cathode membrane interface in association with water production. Stumper et al. [10] developed a diagnostic tool that combined membrane resistance and electrode diffusivity (MRED) measurements with current mapping [176] to detect the distribution of water in the membrane across the active area, and the total amount of liquid water present in the anode or cathode chamber could be determined.
Capillary pressure plays important role in water transport and removal. A micro-fluidic device was designed to measure the capillary pressure as a function of liquid water saturation in PEMFC gas diffusion layer with complex, heterogeneous wetting properties [177] . The measurements discovered a hysteresis between the liquid intrusion and gas intrusion curves, i.e., gas diffusion media appear hydrophobic during most of the liquid intrusion curve and hydrophilic during most of the gas intrusion curve. The capillary pressure curves were measured [178] for both the total pore network and the pore network consisting of only hydrophilic pores. This enables the determination of capillary pressure curves directly relevant to the study of gas diffusion layer flooding. It was confirmed that the capillary pressure is positive during water injection and negative during water withdrawal [179] .
Diagnosis of water flooding and membrane drying
Several methods for detection of water flooding and membrane drying have been established by testing cell impedance response in conjunction with cell voltage or pressure drop as well as current distribution [2, 17, 50] . For example, Fouquet et al. [180] monitored flooding and drying out of a PEM fuel cell using a model-based approach coupled with ac impedance measurements. They found that a cell flooding occurs in two steps: first, accumulation of liquid water inside the GDL while cell voltage drops quite slowly and, after several minutes, the droplets aggregate and block the gas channels, impeding reactants diffusion to the catalyst sites and inducing in turn a rapid cell voltage drop as shown in Figure 8 . Figure 8 also confirms that flooded and dry conditions can lead to the same voltage drop. Dai et al. [181] reported a simple method to measure the water transport rate across the GDL. Based on the measurement results, the fuel cell operating conditions, such as current density, temperature, air stoichiometry and relative humidity, corresponding to membrane drying and flooding conditions were identified for the particular GDL used. This method can help researchers develop GDLs for a particular fuel cell design with specific operating conditions and optimize the operation conditions for the given PEM fuel cell components.
The pressure drop between the inlet and outlet channels can be used as a diagnostic signal to monitor the liquid water content in the porous electrodes, because of the strong dependence of the gas permeability of the porous electrodes on liquid water saturation, which corresponds to the extent of flooding [182] . It can be used with no modification to existing fuel-cell assembly to give real-time flooding information in the electrode backing layers during operation. He et al. [24] employed an electrode flooding monitoring device to investigate the correlation between the fuel-cell performance and the liquid water saturation level in the backing layers, the effects of various operating parameters, and the dynamics and hysteresis behavior of liquid water in the backing layers. The results confirmed that the hysteresis behavior of fuel-cell performance during water imbibition and drainage cycle is attributed to the difference in water-removal rate by capillary force and the difference in membrane conductivity. [180] .
A B
Yoon et al. [183] measured current distribution in a single cell by using a specially designed single cell which was composed of 81 compartments and suggested that the flooding process begins at the gas outlet region of a cell, then, it propagates to the inlet area. The drying process of a cell seems to occur in the direction opposite to the flooding case. Hottinen et al. [184] studied the effect of cathode structure on the performance of planar free-breathing fuel cell. They found that very high power densities for free-breathing fuel cell were achieved with thin gas diffusion backing, however, the cell was also vulnerable for flooding, especially in the horizontal direction caused a significant increase in mass diffusion overpotential and also increased the cell voltage fluctuation in short time-scale.
Santarelli and Torchio [185] characterized the behavior of a single PEMFC with variation of the values of six operation variables: cell temperature; anode flow temperature under saturation and dry conditions; cathode flow temperature under saturation and dry conditions; and reactant pressure. The experimental results demonstrated that excessive humidification or lower cell operation temperature could cause electrode flooding especially at high current density values on the cathode side, when, oxygen diffusion is the limiting step [186] . The transport phenomena related to fluid flow through PEMFCs with microchannels has been studied by electrochemical impedance technique. The results show that in smaller channels mass transportation resistance increase due to flooding, but that this effect may be offset by a reduction in dead zone area [187] .
Natarajan and Nguyen [18] used a segmented electrode/current collector setup to examine the effect of oxygen flow rate, anode sparger temperature, and hydrogen starvation on the spatial and temporal distribution of local current densities along a single gas channel in a PEM fuel cell. They found that when water removal rate was not sufficient electrode flooding occurred in segments that were farthest from the gas inlet. Once the liquid water fills up the majority of the pores in an electrode, the continuity of the gas phase within the electrode is severely compromised and the sustainable current density will be in the order of a few tens of milliamperes/cm 2 as the limiting currents observed in their experiments.
Kimball et al. [188] examined the process of flooding with a single-channel fuel cell that permits direct observation of liquid water motion. As product water flows through the largest pores in the hydrophobic GDL, drops detach from the surface, aggregate, and form slugs. Flooding in PEMFCs occurs when liquid water slugs accumulate in the gas flow channel, inhibiting reactant transport. They affirmed that flooding is not the result of capillary condensation in the GDL, but rather liquid blocking oxygen transport across the gas/GDL interface.
Besides, in order to investigate the flooding of PEMFC stack, Buaud et al. [189] developed a water balance calculation comparing the amount of water produced by the electrochemical reaction to the amount of water transported as vapor in the exit air flow minus the amount of water incoming the stack in the ambient air by constructing a nondimensional number called the Flooding Number relevant to stack flooding.
Water Management Strategies
Proper water management is vital to guarantee achieving maximum performance and durability of PEMFCs. Therefore, how to maintain the delicate balance between membrane hydration and avoiding cathode flooding has become the principal goal to develop strategies for proper water management. The main water management strategies developed so far may be summarized as follows.
Optimum Operational Conditions
PEM fuel cell operating conditions include inlet humidity of the feed streams, cell temperature, operating current density, back pressure, air and fuel stoichiometric flows, and so on. Extensive experimental procedures can be used to quantify these factors, which can be classified in different types: intrusive, non-intrusive, in situ and ex situ methods. Among these methods, in situ methods can test the individual cell or the stack performance during its operation, while, ex situ methods cannot be used during fuel cell operation. In addition, the intrusive methods usually use sensors in the cell to modify the fuel cell state (segmentation of the electrodes, for example), however, the methods can only be implemented in a specific kind of fuel cell design, while the non-intrusive methods can be implemented in all fuel cells, and do not use inner sensors [26] . Some non-intrusive in situ methods, such as polarization curve (I-V curve), electrochemical impedance spectroscopy (EIS), membrane resistance measurement and pressure drop measurement, are reproducible on a large set of fuel cell designs and that can deliver an optimum set of information about the evolution of many parameters during fuel cell operation. Such methods are ideal to be used as fuel cell testing protocols.
Manipulation of the operational conditions such as reactant humidity and flow rate, operating temperature and pressure, is a very common and efficient water management strategy. For example, increasing the humidity level of inlet gas at the anode will lead to an increase in current distribution heterogeneities owing to the decrease of the amount of liquid water transferred from the cathode to the anode by back-diffusion [18] . Increasing reactant flow rate especial cathode reactant can improve the cell performance due to the higher stoichiometry and the flush of the water out of the cell system through evaporation and advection [14, 49, 50, 190, 191] . A recovery of the flooded cell was observed after applying a quick cell temperature step from 40 to 50 °C while fixing the other parameters (air flow rate, cell voltage) [24] . Besides, cell performances can be improved by setting a pressure gradient between the cathode and the anode (P a < P c ) to force liquid water through the membrane from cathode to anode side. This strategy is called -anode water removal‖ [192] . However, this class of strategies often causes significant parasitic losses that are directly linked to pressure, volume flow rate and pressure drop, as well as the possibility of membrane rupture in designs that do not adequately support the MEA [27] .
Cell System Design
Gas humidification system
As discussed above, a critical requirement of PEMFCs is to maintain a high water content in the electrolyte to ensure a high ionic conductivity. The ionic conductivity of the electrolyte can be maintained high when the membrane is fully humidified, and offers a low resistance to current flow and so increases the overall efficiency of PEMFCs. Various humidification designs such as internal humidification, external humidification, and direct injection methods are used in the PEMFC to maintain hydration level of the polymer membrane.
Internal humidification is based on the principle that the electrolyte absorbs and retains water under the operating conditions, which is also called -self-humidification‖ [34] . However, this humidity control is difficult and is not appropriate for large systems such as in automotive applications. Furthermore, steady-state multiplicity might occur [193] . Gas is passed through a water column of a humidifier bottle in the external humidification method. The humidifier bottle temperature controlled independently from cell fixture temperature to get the desired gas temperature and relative humidity. The external humidification method is widely used in small scale laboratory fuel cell experiments due to its simplicity, but needs an additional humidification apparatus [194] . However, it should be noted that running a fuel cell with bubbler humidifiers is not trivial taking into account that every single screw or plate should be thermally insulated to avoid condensation, and maintaining exact inlet conditions or measuring exact dew points before entering the cell is very difficult.
Steam injection is a widely used method for air conditioning, but it is not economic for automobiles as it needs much energy to generate steam. An additional amount of liquid water is injected directly into the fuel cell in the liquid injection design. Nguyen et al. [195] found that the direct liquid water injection used in conjunction with the interdigitated flow fields as a humidification technique is an extremely effective method of water management. This method is compact, easily controllable and moreover does not need much energy for humidification. The downside of the direct water injection is the possibility of flooding in the fuel cell.
For commercialization of fuel cells, humidifiers must meet both high humidification performance and low energy consumption for humidification. However, it is difficult to meet all of these requirements simultaneously. As each humidification method has its own advantages and disadvantages, an ideal gas humidifying method for automotive applications could be a hybrid form of the above mentioned methods. Kim et al. [196] developed a sub-scale gas humidifier consisting of an injector, an enthalpy mixer and a water-retrieval unit, where, water injection into the enthalpy mixer is chosen instead of direct injection into the fuel cell to enhance the performance of humidification and prevent water flooding or clogging in the gas channels of the fuel cell.
Flow field design
An appropriate flow channels design plays a major role in the water management problems, because the water transported from the GDL must be removed out of the cell system via these flow channels, which has been considered to be the most successful strategy for dealing with water flooding issues [121, 197] . Up to now, three typical flow fields, i.e., the conventional flow field, the serpentine flow field and the interdigitated flow field, are mainly adopted in the practical application as show in Figure 9 .
In the conventional flow field, diffusion is the dominant mechanism for the transport of reactants and products, which limits the transport rate of reactants leading to the excessive accumulation of liquid water and final water flooding [15, 198, 199] .
For serpentine flow channels [200, 201] , the reactant gas experiences a pressure drop and concentration change along the channel; since the channel cross-section is small, in the order of 1 mm × 1 mm or smaller, while the channel length is very long, in the order of meters, the pressure drop at the corresponding location between the adjacent channels becomes substantial, significant pressure gradient is thus set up across the porous electrode, much larger than the pressure gradient along the channel direction, resulting in considerable cross leakage flow between the adjacent channels. This significant cross leakage flow through the porous electrode induces a strong convection in the electrode, bringing the reactant gas to the catalyst layer for electrochemical reaction and removing the product water from the reaction sites and electrodes. Therefore, this flow field design with a convective feature is the most widely used and has achieved the -industrial standard‖ level, since under the same operating and design conditions PEM fuel cells with serpentine flow channels tend to have the best performance and durability/reliability. However, serpentine flow channel layout is not the ideal flow field configuration, and has a number of problems. First, it typically results in a relatively long reactant flow path, hence a substantial pressure drop, consequently significant parasitic power loss associated with the cathode air supply. Second, a significant decrease of reactant concentration occurs from the flow channel inlet to the outlet, leading to considerable Nernst losses for practical cells of large sizes. Most important of all, the use of serpentine flow channel layout often causes the membrane dehydration near the channel inlet region and liquid water flooding near the channel exit. These issues have caused the often-observed phenomenon of achieving good performance for small cells, and poor performance for apparently the same cells with large sizes, and are primarily responsible for the difficulty in establishing scaling laws for PEM fuel cells [121] . In the interdigitated flow field, the flow channel design is a dead-end mode, forcing the gas to flow through the porous GDL and converting the reactants transport from a diffusion mechanism to a forced convection mechanism. The shear force resulted from the gas flow helps flushing any liquid water out of the electrode, thus effectively reducing the water flooding and significantly improving the cell performance [195] . But, similar to the serpentine flow field, the needed higher pressure forcing gas to flow through the GDL can lead to significant additional power less and membrane drying at low current densities.
In order to overcome the drawbacks of the above flow field design, Li et al. [121] developed a design procedure for flow channels in PEM fuel cells. The main design philosophy is based on the determination of an appropriate pressure drop along the flow channel so that all the liquid water in the cell is evaporated and removed from or carried out of the cell by the gas stream in the flow channel. On the other hand, the gas stream in the flow channel is maintained fully saturated in order to prevent membrane electrolyte dehydration. Experimental results demonstrated that for the present flow channel design water flooding phenomenon is effectively prevented. Recently, a convection-enhanced serpentine flow field was developed by modifying the patterns of conventional serpentine channels to enhance the water removal and mass transfer [202] .
Besides the above three flow field designs, there are some novel designs. For example, a baffleblocked flow field was designed to force more fuel gas in the flow channel enter the GDL and CL to enhance the chemical reactions and then the performance of the PEMFC systems [203] . A triangular microchannel flow field was developed, in which, water droplets are lifted into a secondary channel, and removed from the fuel cell by capillary action. The new flow field design stabilized the cell at 95% of its initial performance compared to 60% when using the standard design [204] . A stepped flow field was proposed to improve the reactant concentration distribution, local current density distribution, water vapor concentration distribution and cell performance [205] .
In addition, UTC Fuel Cells used a water-exchange scheme and the key to this water management system is the water transport plate (WTP), a porous bipolar plate in which the pores are filled with liquid water. The WTP is gas impermeable, similar to a regular bipolar plate, preventing gas ingestion to the coolant streams while allowing water exchange. The reactant gas streams are maintained at a higher pressure than the pressure in the coolant stream with a predetermined pressure difference between the gas and the coolant flow fields. This pressure difference causes excess liquid water in contact with the WTP to be wicked into the WTP and moved to the coolant passage network at a local level. Thus, issues associated with liquid water accumulation along the channel are eliminated [206] .
Moreover, incorporation of special hydrophilic wicking structures into cathode flow channels can redistribute liquid water and accelerate water removal [29, 207, 208] . For example, a cathode serpentine flow field mounted with one or two strips of absorbent wicking material (such as PVA sponge, cotton cloth, cotton paper, etc.) was used, achieving improved water removal at a current density of 1.2 A cm -2 [208] .
In summary, an ideal flow channel design should provide a uniform concentration of reactants and a reasonably small pressure drop between the inlet and outlet of the channel to minimize the parasitic losses, a mechanism to maintain membrane enough hydration over the entire cell avoiding membrane dehydration near the channel inlet; synchronously, a mechanism for the effective removal of liquid water to prevent water flooding of the cell near the flow channel outlet [121] .
Other optimum cell system design
As an efficient water management strategy, the electroosmotic (EO) pumping technique has been examined to mitigate cathode channel flooding by the Santiago group [209] [210] [211] . The operating principle is that water formed from oxygen reduction reaction at the cathode is forced out of the GDL via hydrophobic forces where it coalesces into droplets. Liquid water droplets are wicked into the hydrophilic porous glass structure of the EO pump. Once the EO pump structure is adequately saturated with water, EO pumping actively drives water through the porous glass structure and into integrated water reservoirs in the acrylic top plate. Their research results show that under certain operating conditions, removing water from the cathode using integrated EO pumping structures improves fuel cell performance and stability [209] . Later, Santiago et al. [210] presented a detailed study of an active water management system using a hydrophilic, porous cathode flow field, and an EO pump for water removal, and revealed the mechanisms and dynamics associated with EO pump based recovery from catastrophic flooding. Furthermore, the EO pump requires less than 1% of the fuel cell power to recover from near-catastrophic flooding, prevent flooding, and extend the current density operation range.
Besides, Hogarth and Benziger [212] demonstrated an auto-humidified operation of a channel-less, self-draining fuel cell based on a stirred tank reactor. The new design offers substantial benefits for simplicity of operation and control including: the ability to self-drain reducing flooding, the ability to uniformly disperse water removing current gradients and the ability to operate on dry feeds eliminating the need for humidifiers.
MEA Material and Structure Design
The above system design strategies often add auxiliary systems to the basic fuel cell system and hence significant complexity and additional costs. A simpler strategy for water management through MEA material and structure design is preferred, due to the absence of associated parasitic load [213] . This strategy involves optimization and innovative design of the MEA material properties and structures.
Electrolyte membrane material design
Thinner membranes (ca. 10 μm) have demonstrated better water management characteristics due to the shorting of the distance of the water back-diffusion process, synchronously, reducing the need for anode humidification and lower ohmic losses through the membrane as well as being much less sensitive to temperature and current density changes. However, thinner membranes are often associated with poorer durability and higher gas crossover rates, which has limited the practical membrane thickness to about 25-40 μm for fuel cell applications [214] . Watanabe et al. [215, 216] propose self-humidifying polymer membranes with porous wicks, Pt particles and hygroscopic particles to mitigating the issue of cathode flooding under the condition of minimal to zero air-side external humidification.
Besides, in order to simplify water management, developing alternative membranes operational at higher temperatures than 100 °C has attracted extensive interest because above the boiling point of water, the operation of PEMFCs only involves a single phase of water, i.e., water vapor, and therefore can be simplified. These strategies involve organic-inorganic hybrid membranes containing functionalized silica [217] [218] [219] , metal oxide-Nafion composite membranes [220] , self-conducting benzimidazole oligomers [221] , etc. These high temperature polymer electrolyte membranes for operation above 100 °C have been reviewed by Li et al. [222] . However, the mechanical properties and durability of these high temperature membranes need to further verify and optimize.
GDL material and structure design
Among the PEMFC components, the GDL plays a crucial role because the GDL has lots of important tasks in the fuel cell. On the one hand the reactant gases have to be distributed homogeneously from the flow field to the CL through GDL for the electrochemical reaction. On the other hand the GDL should remove heat and excess water from the electrode to prevent local hotspots and catalyst flooding. The required properties of a GDL are therefore good electrical and thermal conductivity as well as high thermal and chemical resistance and enhanced water and gas permeability. However, some of these requirements are contradictory. For example, air and water permeability increase with higher porosity, contrary to mechanical properties, electrical and thermal conductivity. Additionally all these mentioned characteristics are influenced by the GDL thickness, hydrophobicity and alignment of the carbon fibers. In general, there are three main types of carbon fiber substrates which are employed as a GDL: carbon paper [223, 224] , carbon cloth [225] and carbon non-woven [226] . Ralph et al. showed that the carbon cloth performs better than the carbon paper under fully humidified conditions due to an efficient water removal [227] . On the contrary, carbon paper provides higher fuel cell performance under dry operating conditions, probably due to better water retention behavior [170] . In addition, using carbon fiber as GDL material, water is inclined to emerge over the surface of the flow channels in the form of droplets, while water tends to move along the sidewall of the channels in the form of films and slugs with carbon cloth and carbon slugs, respectively. Advani et al. believed that the water droplet removal mechanism was far more effective than the film and slug removal mechanism [21] .
The GDL plays a crucial role in water management that maintains the delicate balance between membrane hydration and water flooding. To avoid flooding the porous interstitial spaces with accumulated water, gas diffusion media are commonly treated with a hydrophobic agent such as PTFE to change its wetting characteristics so that the water is better expelled. Thus, most of the water, especially the product water at the cathode, can be efficiently removed from the CL through the GDL to the flow field channels. Such a treatment leads to a mixture of hydrophilic and hydrophobic pores in the GDL [178] and hence, inhibits water condensation in the GDL pores completely and ensures a low water saturation level [228] . Hence, the hydrophobic pores allow a pathway for gas transport whereas the hydrophilic pores facilitate liquid water transport [224, 229] . The effect of PTFE content on PEMFC performance has been extensively studied in many studies [110, 223, 224, 228, 230] . Increasing the PTFE loading leads to higher hydrophobicity, but lowers the electrical conductivity at the same time [223] . Additionally, the reduced porosity of GDL will result in higher mass transport resistance [223, 226, 231] . However, insufficient water removal capability occurs at too low PTFE content. Therefore, optimum PTFE content should be in the range of 10%-30% [110, 228, 230, [232] [233] [234] . Unusually, Tüber's investigation [49] suggested that the hydrophilic GDL turned out to be the more effective media in reducing water flooding, due to effective water removal from the CL to the GDL in small fuel cells for portable applications operated at ambient pressure and low temperatures (<30 °C ) and in the current density range of less than 0.25 A cm -2 . Meanwhile, the increased PTFE content in the GDL hampered the ejection of water from the catalyst layer to the flow channels through the GDL, especially at conditions with high relative humidity. This would result in water flooding of the catalyst layer. Moreover, the capillary force in the GDL was not the main driving force for water transportation, instead, the shear force of fluid and water evaporation were the dominant driving forces due to the relatively larger pores of the GDL compared to those of the CL and MPL [228] .
On the other hand, Kong et al. [235] verified that the pore-size distribution is a more important structural parameter in affecting the cell performance characteristics than the total porosity. They assumed that water transport occur simultaneously in two ways: micro-and macro-transport. The role of micropores is in transferring the condensed water from the condensation sites towards the flowing macro-droplets of water. Macropores (5-20 μm) contribute to reducing the mass transport limitation due to water flooding since they can provide gas diffusion paths toward the catalytic region until the micropores and the smaller pores are completely closed by water droplets. However, if the macropore volume is too large, the electric conductivity of the electrode is decreased. Chu et al. [236] reported that a higher porosity in the GDL would lead to a higher consumption of oxygen. However, a high porosity would be accompanied by water flooding in the GDL, which would markedly decrease the cell performance. Lee et al. studied the effect of fabrication method of GDL on the cell performance. The results show that in the rolling method, the distinctive drop in cell voltage suggests that the presence of water saturation in the diffusion layer not only imposes more resistance to gas diffusion toward the catalyst layer, it also influences catalyst flooding (partial coverage of catalyst particles with liquid water) where as, in the spraying and screen printing methods, lower diffusion losses were observed since better distribution of pores makes the liquid and gas phase separate effectively [237] . Liu et al. [146] found that in low voltage range for a smaller GDL average pore diameter, overpressure for the hydrophobic pores will be higher, and that the flooding is lighter, so higher current density is shown.
Besides, Wang et al. [238] proposed a new treatment of GDLs by sucrose carbonization in order to obtain high hydrophobicity with low PTFE loading. Jiao and Zhou [239] proposed three innovative GDLs with different micro-flow channels to solve liquid water flooding problems. Their opinions are that the conventional GDLs are not effective for water removal because the micro-structure and the size of the pores of conventional GDLs are very arbitrary, and the sizes of the pores are very small (10 and 30 μm). Due to the physical features of the conventional GDLs, water flooding frequently happens in the GDL and catalyst layer of practical PEM fuel cells. The main reason causing frequent flooding is that the arbitrary structure of conventional GDLs does not allow a well-organized liquid water flow. Recently, Zhang et al. [240] developed a metallic porous medium with improved thermal and electrical conductivities and controllable porosity based on micro/nano technology for its potential application in PEM fuel cells. The small thickness and straight-pore feature of this kind of gas diffusion medium, made of 12.5 μm thick copper foil, provides improved water management even at low flow rates.
MPL material and structure design
Adding a sub-layer micro porous layer (MPL) between the catalyst layer and the GDL is considered an effective method to improve liquid water drainage and gas diffusion, as well as minimize electronic contact resistance with the adjacent CL [7, 21, 109, 229, 231, [241] [242] [243] [244] [245] [246] [247] [248] [249] [250] [251] [252] [253] . In MPL, consisting of a mixture of carbon black (CB) and a hydrophobic agent such as PTFE, the pore diameter is in the range of 0.02-0.5 μm [254] compared to that between 1μm and 100 μm in the GDL [229, 255] . According to the assumption that water condensation occurs hardly in hydrophobic pores smaller than 1 μm, GDLs with an additional MPL have lower water saturation levels, leading to higher gas transport at the CL [231, 243, 256] . Qi et al. speculated that the microporosity and more uniform pore distribution might be the major contributors to the improved water management, and the improved water management could make, not only the MPL itself, but also the catalyst layer less likely to be flooded [231] .
Regarding the explanation of the role of MPL in water management, some studies have hypothesized that, depending on several characteristics like hydrophobicity, thickness, pore diameter and porosity, the MPL is able to block liquid water at the interface to the cathode CL and acts as a valve that forces water away from the cathode side through the membrane to the anode by increasing the back diffusion [231, [244] [245] [246] 254] . In contrast to the above claim, another explanation is that the MPL provides effective wicking of liquid water from the CL into GDL and finally to the flow field channels [109, 110, 243] . However, this effect will only occur if there is a hydrophilic pore-network for capillary transport of liquid water [58] . Despite these rather contrary interpretations on the functions of MPL in improving water management, the roles of the MPL may include the following [21, 27, 244, 257] : (1) saturated vapor pressure is higher inside the MPL than inside the GDL, due to smaller pore size and enhanced hydrophobicity, rendering the MPL less prone to flooding; (2) the MPL renders the GDL more like a pressure valve with a two-fold function: pushing the water to the membrane side to effectively hydrate the membrane, and providing a pressure buildup necessary to expel the water through the less hydrophobic GDL pores into the cathode flow channels. In addition, under long term operation, the GDL samples are observed to lose their hydrophobicity, fortunately, the presence of an MPL mitigates the loss of hydrophobicity in the macro-porous diffusion media, possibly due to the enhanced liquid resistance induced by the inclusion of MPL [258] .
Due to its critical role in improving water management, some research efforts [245, [259] [260] [261] have focused on investigating the effect of physical properties of the MPL (i.e., carbon black, hydrophobic agent, thickness, etc.) to determine the optimum internal architecture of the MPL and hence the fuel cell performance. Yan et al. [262] investigated the physical propertied of the MPL using fluorinated ethylene propylene (FEP) as hydrophobic agent. The results show that the best performance can be achieved by using a GDL with 10% FEP content in the carbon paper and 20% content in the MPL. The Vulcan XC-72R carbon loading of 1 mg/cm 2 in the MPL is sufficiently high to obtain the maximum performance. Park et al. [263] adopted nano-fibers and nano-tubes as carbon materials of MPL. This newly made micro-layer showed higher gas permeability and good electric conductivity with similar degree of water management as well as enhanced performance. In order to highlight its water management function for avoiding electrode flooding and membrane dehydration, the MPL is also called the water management layer (WML) by some researchers [264] [265] [266] [267] . Besides, Wang et al. [268] proposed a self-humidifying MEA with the active electrode region surrounded by an unactive -water transfer region (WTR)‖ to achieve effective water management and high performance for PEMFCs. By this configuration, excess water in the cathode was transferred to anode through Nafion membrane to humidify hydrogen.
CL material and structure design
The catalyst layer, placed between the membrane and the GDL, is the core component of the whole MEA, where catalyst particles, polymer electrolyte and pore space form the three-phase region for oxygen reduction reaction to produce water. In water management, the role of the CL should be the prime component for the conversion of liquid water to vapor and acts like a watershed that regulates the balance between the opposing water fluxes toward the membrane and the GDL [269] .
Modification of the microstructures of the catalyst layer has been a newer attempt of MEA material and structure design to address water management in the PEMFC. To reduce the effect of flooding in the CL, Nguyen et al. [270] developed a CL structure by first establishing a structure with multiple ionic (Nafion) and electronic (Carbon) interconnected paths for proton and electron transport, and then partially filling the void space with nano-sized hydrophobic particles, which can provide optimal gas and liquid transport paths to and from the CL, while maintaining higher electronic and ionic conductivities. In another example, Wakayama et al. [271, 272] deposited some magnetic particles in the cathode CL to optimize water management because the magnet particles can decrease the saturation level of liquid water by Kelvin force. But, it is doubtful of the strength of the Kelvin force to enough force the production water out of the CL.
A MnO 2 -Pt/C composite electrode was designed to solve the VRE caused by oxygen starvation [41] , which was based upon the fact that the electrochemical reduction of MnO 2 has almost the same Nernstian potential as the ORR. It has been found that the MnO 2 -Pt/C composite electrode can overcome the voltage reversal effect to a certain extent. Even though the discharged MnO 2 can be recovered after a length of time at rest, the effect of discharged MnO 2 on the MEA is still under question, especially, if MnO 2 is deeply discharged to Mn 2+ rather than MnOOH, which has capability to return to MnO 2 but Mn 2+ does not.
Although water flooding has been extensively studied, all measures having been reported so far only partly succeed in solving the water flooding accumulated at the gas flow channels of a bipolar plate but hardly succeed in solving water flooding happening at the pores in the CL and the GDL of a porous electrode. Actually, the pores in CL would be no sooner flooded than the first drop of water was produced at the CL of a PEMFC electrode. Thus, the performance of the PEMFC reported so far was actually discounted by water flooding happening in the catalyst layer of the electrode at the very begining. In order to shorten the distance of the gas diffusion in a water-flooded porous electrode, an ultrathin catalyst layer is often recommended in a PEMFC. That is why the catalyst coated membrane (CCM) technique, in which only a very ultrathin catalyst layer is employed, has prevailed for years. Obviously, an ultrathin catalyst layer sacrifices the electrodes' space efficiency of the PEMFC [40] .
PEMFCs can be taken as a device generating electricity and water at the cathode concurrently. Thus water flooding to the cathode seems unavoidable. As a matter of fact, why water flooding is a problem that has to be solved or alleviated is principally due to the extremely low solubility of reactant gases (H 2 , O 2 ) in water, especially at the operation temperature of the PEMFCs, 60 °C ca. As long as the pores for gas storage and transport were occupied by water, the flux of gas transport to the catalyst surface through the water would be extremely small. The fuel or oxidant starvation would happen. Thus if one can find a media, in which reactant gases (H 2 , O 2 ) have a high solubility, to fill in the pores before water production and water flooding happening, the problem having being harassed us for decades would be solved. Fortunately, the invention developed by Wei's group seems to have successfully solved this problem [40, [273] [274] [275] [276] .
Based on the principle of -like dissolves like‖, Wei's group developed a novel cathode containing nonpolar water-proof oil, dimethyl-silicon-oil (DMS), which was added into a fraction of pores of a cathode of a conventional Pt/C electrode (CPE). The solubility of oxygen in such nonpolar water-proof oil DMS is over 60 times higher than that in polar water at the temperature of 60 º C ca. Thus, the pores occupied by such nonpolar water-proof oil form unoccupied channels for oxygen transportation, in which the DMS is hardly extruded by water, regardless of whether the cathode is flooded or not. The electrode containing such water-proof oil DMS was named antiflooding electrode (AFE). The performance of the cell with AFE cathode and CPE cathode is illustrated in Figure 10 [40, 273, 274] . over-humidification at 156% RH (▲). [40] .
The experiment illustrated in Figure 10 (b) was divided into two sections, in the early four hours O 2 was not humidified and in the rest of time O 2 was over-humidified at humidity of 156% RH. The voltage of the cell with an AFE cathode is always greater than the cell with a CPE cathode regardless of O 2 humidification or not. The cell with a CPE cathode only sustained another 2.5 hours and then collapsed after O 2 was over-humidified at humidity of 156% RH. However, the cell with an AFE cathode sustained another 12 and 17 hours before collapse for two cells with different DMS loadings, respectively. It implies that the cell with an AFE cathode wins at least nine hours more life before advent of the VRE than the cell with a CPE cathode in the case of the over-humidity. Figure 10 (c) displays cell voltage and power density vs. current density of a single cell with an AFE cathode (○, •) or a CPE cathode (△ , ▲) in two cases, that is, oxygen not humidified and humidified with 156% RH.
From the results disclosed in Figure 10 (b) and (c) the following points can be concluded: (1) Regardless of O 2 humidification or not, the performance of a single cell with an AFE cathode is always much better than the cell with a CPE cathode. It means that even at a well-designed operational condition the flooding of produced water to the pores of the cathode can seriously worsen the PEMFC output. Fortunately, the AFE can overcome it. (2) The performance of the MEA with a CPE cathode deteriorates very quickly after O 2 over-humidification but the cell with an AFE cathode can sustain a quite long time without a serious degradation. It means that the pores for gas transportation in the CPE will be predominantly occupied by water in the case of O 2 over-humidification. Most of the loss in a cell's performance is not from the water flooding to the gas channel in the bipolar plate but from the water flooding to the pores in the catalyst layer. (3) The cell performance at a large current density was noticeably improved with the introduction of the AFE into the MEA. For example, in the case of O 2 over-humidification the cell with two CPE can only sustain a current density of 1.5 A.cm -2 but the cell with an AFE cathode can sustain a current density as large as 3.0 A.cm -2 ; in the case of the nothumidified cathode the cell with two CPE can sustain a current density of about 2.3 A.cm -2 but the cell with an AFE cathode can sustain a current density as large as 3.3 A.cm -2 . The larger the current density is drawn, the more water will be produced, and the more pores for gas transportation will be occupied by water. The difference in the case of the not-humidified cathode once again proves that the flooding to the porous electrode itself rather than the gas channel in the bipolar plate is principally responsible for the deterioration of the PEMFC performance. Thus, solving the flooding to the porous electrode itself means solving almost all problems associated with water flooding. The AFE is just invented for this purpose. Figure 11 tells the difference in pore volumes of a CPE before and after introduction of the DMS. The main difference in pore volumes appears in the pores from 20nm to 70 nm. It suggests that the DMS mainly fills in the pores with meso-diameter from 20 nm to 70 nm. It is the water condensation in the pores with a diameter from 20nm to 70 nm that cause so-called flooding of the electrode. The pores with a diameter below 20 nm may always be occupied by water due to water capillary condensation in such small pores. The pores with a diameter over 70 nm may primarily belong to the gas, and water can be easily excluded because of their hydrophobility even though the large pores are occupied by water. Besides, due to the smaller capillary pressure in pores larger than 70 nm, it is slightly more difficult for water to condense down in such large pores. The water in the pores with a diameter from 20 to 70 nm, however, may be not easily excluded because water capillary condensation in such pores is not as small as that in large pores. The situation will be different if the pores with a diameter from 20 to 70 nm were in advance occupied by oil, such as DMS, which has a zero contact angle with carbon, Nafion and Teflon, but 117° contact angle with water. It can be expected that DMS can well penetrate into the pores configured by carbon, Nafion and Teflon. Once the pores are occupied by DMS, the DMS will be hardly extruded by water due to its property of water proof. the authors affirmed that solving the flooding of the pores with a diameter of 20 to 70 nm means solving all problem that have been harassing the PEMFC in water management. A question will be arise naturally. Does the filling of the DMS to the pores of the cathode overlay any surface of catalysts? The answer is yes, as illustrated in Figure 12 [275, 276] . As a saying goes there is no benefit coming without compromise. The partial loss of catalyst surface is the cost of using DMS in the electrode. However, such a loss seems worthy of overcoming the disastrous consequence of water flooding. 
Conclusions
The major issue impacting the performance and durability of PEM fuel cells, namely the water management, has been methodically reviewed. Large-scale commercialization of PEM fuel cells calls calls for not only lowering the cost, but also increasing the durability and optimizing the cell performance by optimizing the water management. How to find a subtle equilibrium between membrane dehydration and liquid water flooding is the key to achieve optimum water management, which depends on several variables, such as the reactant stream humidification, the flow field layout, the structural and wetting properties of the GDL and MPL. Over the past decade, extensive research works have been carried out on water management, including visualization of liquid water distribution, prediction through numerical modeling, experimental measurements, and optimum strategies of water management including optimum operational condition, convenient cell system design and MEA material and structure design.
Water management strategies must be addressed with due consideration to the overall system design, to maintain the overall system simplicity and minimize the system parasitic power loss, thereby decreasing the costs and increasing reliability. Of all strategies against water flooding, materials and structures of the MEA should be given more attention because the first drop of water is produced therein, and there is almost no any significant parasitic power loss and on assistant equipment is needed by adjusting materials and structures of the MEA. The separate channels for water and reactant gases transport, specifically, in a porous electrode would be a promising way for the final solution of water flooding harassing PEMFCs.
